A. Bulldozer in the southwest corner of the Lone Tree Wedge gypsum mine,
Western Clay Co., notice UTU-73779 in r.24ks., R.7E., Section 23,

11—5_96 .

B. Hydraulic backhoe located east of the bulldozer, Western Clay Coe..,
notice UTU-73779 in T.24S., R.7E., Section 23. 11-5-96.



D.

Looking east at the stockpile east of the backhoe,

notice UTU-73779 in T.24S., R.7E., Section 23. 11-5-96.

Loader parked between the two stockpiles, Western Clay Company,

UTU-73779 in T.248., R.7BE., Section 23.

11-5-96.

Western Clay Co.,

notice

PR



E. DEastern end of the stockpile, Western Clay Company, notice UTU-73779
in T.24S., R.7E., Section 23. 11-5-96.

F. Rocks blown by blasting to the north of the pit, Western Clay Co.,
notice UTU-73779 in T.288., R.7E., Section 23. 11-5-96,




G.

H.

Rocks blown by blasting south of the pit, Western Clay Company,
notice UTU-73779 in T.24S., R.7E., Section 23. 1I-5-96.

Overburden creeping past the boundary (stakes) of the Lone Tree
Wedge mine, Western Clay Company, notice UTU-73779 in T.2¥S., R.7E.,
Section 23. 1I-5-96.



